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These technical specifications are for the work carried out in agricultural and rural roads in Nepal and shall apply as required under the contracts with Contractors or as per the agreements with Users’ Groups or Local Labour Groups.  In all cases, the work shall be executed as per the Specifications or otherwise as directed by the Engineer and shall confirm to the location, lines, dimensions, grades and cross-sections shown on the drawings or as indicated by the Engineer.





This document covers EIGHTEEN different areas for which separate Sections are prepared as follows.  The general aspects such as definitions, scope of work, construction equipment, engineering drawings, site information, setting out, public utilities, precautions for safeguarding the environment, general rules for the measurement of work, etc. are covered in the ‘General’ Section, given at the beginning.





Section  1	:	Site Clearance


Section  2	:	Earthwork and Drain Construction


Section  3	:	Sub-base, Base and Shoulders


Section  4	:	Bituminous Courses


Section  5	:	Quality Control for Road Works


Section  6	:	Materials for Structures


Section  7	:	Brick Work for Structures


Section  8	:	Stone Masonry for Structures


Section  9	:	Formwork and Surface Finish for Structures


Section 10	:	Steel Reinforcement for Structures


Section 11	:	Plain and Reinforced Cement Concrete for Structures


Section 12	:	Structural Steel Work for Structures


Section 13	:	Bearings


Section 14	:	Expansion Joints


Section 15	:	Pipe Culverts


Section 16	:	Boring at Site


Section 17	:	Protection Work


Section 18	:	Bio-engineering Work





The quality of work and material shall comply with the minimum requirement or higher than what is requisite in the respective Sections of these Specifications.  Where the Specifications and the drawings described a portion of the work only in general terms or in other words do not cover the details, it shall be understood that only the best general practice is to be followed and the materials and workmanship of the best quality are to be employed within the limitations prevailed at site.  In such cases, the work shall fully comply with the instructions received from the Engineer at site.  


